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r ) 5 ) Siemens Remote Service (SRS) and Network Integration Room height
EVIKO OXEOIO KATO
X Lpng Schematical - no scale z
Siemens AG Healthcare Sector —1
Siemens Remote Services (SRS) is an efficient way for the remote N A A
maintenance for your medical systems. R §
Remote diagnostics as well as remote service are providing highest I:l o N
SRS system availability. I A
S For SRS a broadband or DSL- connection to the internet is needed. E a &
erver If an internet connection cannot be realized, an ISDN phone line can L S | _1
be used with some restrictions. z
PLANNING PROPOSAL oeded ™ o — o
107 - Broadband connection (min. 768/128 kBit/s) =
: Internet - Router (For exclusive use with SRS, a router can be — 'F-”I-
m (ISDN: phone obtained from Siemens without charge) 1 rh" 1
ax g line) - Flat rate (without time or volume restrictions) _ ,
- — Room height (RH): DCS single row: 2500 to 3100 mm / DCS two-rowed: 2900 to 3100 mm. Measured from the
Data protection and security is defined in the Siemens Remote highest point of the finished floor ( incl. floor covering ) to the lowest point of the ceiling substructure.
L Service Security Concept. Required minimum height (MH) 150 mm in suspended ceiling for corrugated hose holder and cable routing.
— 1.20 N\
[_1 v
[/ 3 Customer
m Router Network Transport
9 A% The Siemens components are supporting the TCP/IP protocol. The transport route (doors and hallway) needs sufficient dimensions for the following parts:
= “ONTH (=2 . Recommended is the use of a 10/100/1000 Mbit/s switched Fast Ethernet.
% 113 Network / Switch Keep in mind that the required network cables (minimum Largest crate with packaging with FD 20 x 20 276 x 102 x 209 cm (W x D x H), Weight 1200 kg
L 1.14 N requirements: CAT 5 TP) must be provided on site. - X X X
i =—11.10 N : Media converters are necessary when fiber optic cable is used. Largest crate with packaging with FD 30 x 40 280 x 95 x 202 cm (W x D x H), Weight 1200 kg
] ﬂ D 1.09 X (Not part of the Siemens scope of delivery) Largest single part with transp. carriage with FD 20 x20 | 250 x 82 x 190 cm (W x D x H), Weight 760 kg
| E & Network connection Largest single part with transp. carriage with FD 30 x 40 262 x 82 x 188 cm (W x D x H), Weight 760 kg
O § New To prepare the implementation of the new system into the existing network
1.07 0 @ :I System environment, the availability of the needed network data at least two weeks The door must have a final clearance of 125 cm if bed entrance is requested.
B before starting the installation is mandatory.
= —— il ] Existing This is the only way to ensure a seamless integration of the new system into Shocks max. 10 g/ 16 ms
Z o System(s) the workflow of the department. Vibration max. 0,1g/10to 200 Hz
7777
|
a .
&, S %TE % o Environment
— L < s Examination Temperature range 15 to 30 °C (recommended 22 °C)
i s and control room Relative humidity 20 to 75 % non-condensing
m Bildsystem Temperature range 10t0 35°C
' )y Relative humidity 20 to 75 % non-condensing
N 7 Max. temperature gradient 10K/h
2 Y Air flow volume 850 m®/ h
Max. noise generation 50 dB(A)
Generator Temperature range 10to 35 °C
Relative humidity 20 to 75 % non-condensing
Max. temperature gradient 5K/h
Air flow volume 160 m*/h
Max. noise generation 55 dB(A)
System- Temperature range 1510 30 °C
control cabinet 1 Relative humidity 20 to 75 % non-condensing
Max. temperature gradient 5K/h
Air flow volume 500 m*/h
Max. noise generation 48 dB(A)
System Temperature range 10t0 35°C
control cabinet 2 Relative humidity 20 to 75 % non-condensing
(for OR-table only) Max. temperature gradient 5K/h
Air flow volume n.a.
Max. noise generation n.a.
Cooling set Cooling air 5to 30 °C, frost-free room
company Kluver Air flow volume 1100 m3/h
Max. noise generation 55 dB(A) at 50 Hz, 59 dB(A) at 60 Hz
DCS Temperature range 10t0 40 °C
Relative humidity 20 to 75 % non-condensing
Stand with Max. temperature gradient 5K/h
A A . - - 1 . flat panel detector Air pressure 700 to 1040 hPa
2UVOTTTIKN TEPIYPOAPN EPYOATIWY TTOU Ba Trpétel va eXouv oAoKAnpwosei arrd Al press 00t Ja0 P
To NoooKoW€Eio, TTPIV TNV EYKATACTAOT TOU CUYKPOTAHOTOG Vibrations max. 019 /10 t0 200 Hz
Artis zee floor — Equipment Legend
ent 1. Mépiyva yia Tnv dIEAEUON TWV PINXAVNUATWY
ea o p p P
o Weight |dissipation 2. KGTGO'KSUF] VEWYV TOIXWYV - XWPIOCUATWV (GV G'ITGITOUVTGI)
Pos. Description ) Remark ;. , , ,
to the air 3. Karaokeun n evioxuon poAuBdoBwpakiong (av atraiteitat)
kg w ’ p ’ ’
T T——— o 5 4. Tonoegmon av60691'r£6|wv’& ETTTOIXWV KavaAiwyv
1.02 |Patient table 452 200 5. TotoBETnon oxapwyv opoYng
ik | Eanire) genselc-End HEL | ap pHICH Table - 6. Kartaokeur uTTodounS 0POPRAS ME avapTAOEIS paywyv TUTTou Unistrut
1.06 |Ceiling stand DCS 3 251 225|#1 7 M iad S AOGS
1.07 |Upper body radiation shield with LED OR - light, moveable 85 optional : POETOINACIA OATTEOWYV - AAQAOIaCHA
1.09 |Console for control elements and monitors 60 optional 8. Eykaraotaon kai guvdeon NAEKTPOAOYIKOU TTivaKa
1.10 |Control room distributor 29 100 T 2 . £ z . 4
: TTOBET TopaTI v Tivaka AT & EAT (AlakoTtrT Agiag «pavitapiay», On-Off
1.11 |Workplace Display with keyboard 10 [ 9 © 968 non au ,O“G O'|J(U aKa & ) ( d 0 €6 AGPantias «paviraplax, On-O )
113 |AXIS image system 150 1270 10. KaAwdia TTapoxng armo mivaka TTpog ynxavnuara Siemens
1.14 |UPS for image system o1 100|optional 11.  Aoimrd KaAwdia eVvTOAWV TTPOG Ta pnxavnuata Siemens (BA. ox£D10 TTivaka)
1.15 |ACE 6 vy p ,
120 |X Workplace 3= 250/ optional 12. Ev§£|KT|Kn(ag) )\u?(wa(sg) aKleoBoAlag ' | |
1.26 |Generator POLYDOROS A100 Plus 300 1000 13. Tlpila RJ45 pe ouvdeon o€ dikTuo dedopévwy & internet (yia remote service)
127 |Cocing Mt 1 il 14. EykatdoTtaon KAIYOTIOPOU - agpIguoU o€ GAOUC TOUG XWPOUG
1.28 |System control cabinet 270 1600 ) ) ) |_| |VGKi60 1 /4 FEVIKé I_I)\ om0 |'£
129 |Cable cabinet 120 optional 15. Weudopopég & PwTioudg . S NPoOPopiLs
1.35_|External transformer OR-Lamp optional 16. EAaloxpwuaTtiopoi & oAOKANpwaon Epyaciwy XwpEou First creation Nevras .
#1 Including 4.25 m longitudinal rails and system cables Croation / Modiication (#) — p—— -
reation / Modification ite ign.| Checke ign.

H nuepopnvia oAoKANpwaong Twv TTapatavw pyaciwy, Ba TTpETTEl va KolvoTroinBei otnv Siemens
TOUAQXIOTOV éva UAVA VWPITEPA, TTPOKEIMEVOU VA TTPOYPAUMATIOTEN N APIEN KAl EYKATACTACN TOU
OUYKPOTIMATOG ATTOPEUYOVTAS KABUOTEPNOEIG.
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